
RPC 45
REVERSIBLE
PLATE COMPACTORS



FEATURES & BENEFITS
●  High end compaction from extra high centrifugal force.

●  Easy to control with hydraulic gear shift mechanism.

●  Petrol & Diesel models to suit all kind of applications
 combining low weight with high compaction force.

●  Designed for easy maintenance with removable covers, belt  
 tensioners and self priming hydraulic systems.

●  Built-in lifting points enables machines to be easily moved  
 on site.

●  Engine protection frames protect the machines from tough  
 site conditions.

●  Foldable handle which provide easy moving, minimum size  
 for transport and storage.

●  Compact design combined with excellent ergonomic and low  
 hand arm vibrations which minimising operator fatigue.

●  Includes 2 x 75mm baseplate extension plates.

●  Customer colour options available.
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REMOVABLE COVERS FOR
EASY MAINTENANCE

TECHNICAL SPECIFICATIONS
Model  RPC 45/60
  Honda GX270
Part No.  161.9.005
Engine Power  (Hp / kW)  9 / 6.7
Plate Size  (mm)  600 x 840
Centrifugal Force  (kN)  45
Frequency  (Hz)  70
Weight Class  (kg)  300
Weight   (kg)  275
Noise Level  (dB(A))  108

Model  RPC 45/60
  Hatz 1B30
Part No.  161.9.004
  Hatz 1B30 E/S
Part No.  161.9.068
Engine Power  (Hp / kW)  6.3 / 4.7
Plate Size  (mm)  600 x 840
Centrifugal Force  (kN)  45
Frequency  (Hz)  70
Weight Class  (kg)  300
Weight   (kg)  291
Weight (Elec. Start) (kg)  303
Noise Level  (dB(A))  108

EASY TO CONTROL WITH 
HYDRAULIC GEAR SHIFT

ROBUST FRAME FOR TOUGH
SITE CONDITIONS & BUILT-IN

LIFTING POINTS


