
RPC 60
REVERSIBLE
PLATE COMPACTORS



FEATURES & BENEFITS
●  High end compaction from extra high centrifugal force.

●  Easy to control with hydraulic gear shift mechanism.

●  Designed for easy maintenance with removable covers, belt  
 tensioners and self priming hydraulic systems.

●  Built-in lifting points enables machines to be easily moved  
 on site.

●  Engine protection frames protect the machines from tough  
 site conditions.

●  Foldable handle which provide easy moving, minimum size  
 for transport and storage.

●  Compact design combined with excellent ergonomic and low  
 hand arm vibrations which minimising operator fatigue.

A
LT

RA
D

 B
EL

LE
 R

ES
ER

V
ES

 T
HE

 R
IG

HT
 T

O
 A

M
EN

D
 O

R 
IM

PR
OV

E 
A

N
Y

 S
PE

CI
FI

CA
TI

O
N

S 
IN

 T
HI

S 
BR

O
CH

U
RE

 W
IT

HO
U

T 
N

O
TI

CE
.

A
LT

RA
D

 B
EL

LE
 R

ES
ER

V
ES

 T
HE

 R
IG

HT
 T

O
 A

M
EN

D
 O

R 
IM

PR
OV

E 
A

N
Y

 S
PE

CI
FI

CA
TI

O
N

S 
IN

 T
HI

S 
BR

O
CH

U
RE

 W
IT

HO
U

T 
N

O
TI

CE
.

ALTRAD BELLEALTRAD BELLE
Sheen, Nr. Buxton, Derbyshire, SK17 0EU, GBSheen, Nr. Buxton, Derbyshire, SK17 0EU, GB
Tel. +44 (0)1298 84606 - Fax +44 (0)1298 84722 - Email: sales@altrad-belle.comTel. +44 (0)1298 84606 - Fax +44 (0)1298 84722 - Email: sales@altrad-belle.com
www.Altrad-Belle.comwww.Altrad-Belle.com
www.ALTRAD-Belle247.comwww.ALTRAD-Belle247.com

REMOVABLE COVERS FOR
EASY MAINTENANCE

ROBUST FRAME FOR TOUGH
SITE CONDITIONS & BUILT-IN

LIFTING POINTSTECHNICAL SPECIFICATIONS
Model  RPC 60/80
  Hatz 1D81Z
Part No.  161.9.064
Engine Power  (Hp / kW)  15 / 11
Plate Size  (mm)  700 x 945
Max Travel Speed  (m/min)  25
Centrifugal Force  (kN)  60
Frequency  (Hz)  70
Weight Class  (kg)  500
Weight   (kg)  475
Vibration Level  (m/sec²)  6.48
Noise Level  (dB(A))  109

Options
OPP/41/DIO 125mm Extension Plates

Model  RPC 60/80
  Hatz 1D81Z Elec Start
Part No.  161.9.065
Engine Power  (Hp / kW)  15 / 11
Plate Size  (mm)  700 x 945
Max Travel Speed  (m/min)  25
Centrifugal Force  (kN)  60
Frequency  (Hz)  70
Weight Class  (kg)  500
Weight   (kg)  505
Vibration Level  (m/sec²)  6.48
Noise Level  (dB(A)  109


